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Meas No. ______________________

Computed by __________________

Ditch Name _____________________________________________________________________________________________________

Site Location ____________________________________________________________________________________________________

Date________________________ Observers ____________________________________________________________

Discharge Measurement Summary

Measurement Start Time _______________  Measurement End Time ____________________

Width __________  Area __________ Velocity __________ Gage‐height __________ Discharge ____________

Method _________ Nomber of sections __________ Gage‐height change __________ in __________ hours

Meter Type (circle)  mechanical, optical, electro‐magnetic, hydroacoustic 

Meter Make/Model ______________________________ Serial Number ___________________

For mechanical meters only: Spin Test before meas ______________; after meas __________________

Rating used______________

For optical, electro‐magnetic, and hydroacoustic meters only:  Firmware __________ Software __________

Diagnostic test (circle)  Pass, Fail

Time  RG elevation tape‐up/down gage‐height data logger If staff plate is used,

record reading in gage‐height block

If non‐recording reference gage (RG) used

     gage‐height = reference gage elev + tape‐up from RG, or

         reference gage elev ‐ tape down from RG

If full pipe meter is used, record meter reading

Measurement rated (circle) excellent (2%), good (5%), fair (8%), poor (>8%)

Control Infromation

Control type (circle) unlined channel, lined channel, weir, flume, pipe, other (if other, describe ________________________)

Control condition: ______________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________

Comments/Remarks: _____________________________________________________________________________________________

Discharge Measurement  ‐ Mid‐section Method

GAGE READINGS



(measure distance from initial point and calculate width to the nearest 0.1 foot; measure depth to the nearest 0.01 foot)

(observation depth below WS is usually 0.6, unless section is too shallow)
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